The effect of copper addition on the corrosion resistance and mechanical properties of binary Zr 100-x Cu x (x = 30, 50, 80, 90 at.%) glassy coatings was investigated by means of electrochemical measurements, scanning electron microscopy (SEM), energy dispersive analysis spectroscopy (EDS), X-ray photoelectron spectroscopy (XPS) and nano-indentation techniques. The corrosion resistance in 0.01 M deaerated H 2 SO 4 solution and the mechanical properties of the Zr-Cu glassy coatings depend considerably upon the copper content in the glassy matrix. The top surfaces of the Zr-Cu coatings with lower Cu content were covered by a compact protective ZrO 2 passive film. The competition between the oxidation of Zr atoms (ZrO 2 film formation) and the oxidation-dissolution of Cu atoms assumed the most important role in the electrochemical behavior of the Zr-Cu glassy coatings. The generation of ZrO 2 on the surface benefited the formation of passive film; and the corrosion resistance of the metallic glass coatings depended on the coverage degree of ZrO 2 passive film. The evolution of free volume affected both the mechanical and corrosion behaviors of the Zr-Cu glassy coatings.
Introduction
The metallic glass-based materials including bulk (BMGs) and thin films are amorphous alloys which have recently attracted considerable attention in both fundamental and applied research. They have distinctive properties such as good corrosion resistance, extreme strength, high thermal stability and viscous flow, high glass-forming ability, or large elastic limita [1, 2] . Their unique features deliver novel properties and their combination gives them an attractive potential for wide-ranging applications, e.g., as components of sporting goods, springs, detection apparatuses and information storage, case parts or protective films for portable electronic devices [3] .
The excellent corrosion resistance of amorphous alloys compared with their crystalline alloy counterparts is mostly attributable to their stable chemical and structural homogeneities and lack of structural defects like grain boundaries, dislocations, secondary phases or inclusions. The homogeneity The Cu-Zr nanostructured films can have different dissolution properties in HCl solution when increasing the Zr content from 15 at.% to 66 at.%, as reported by Lu et al. [20] Their investigation proposed a mechanism of a continuous active pathway for the Zr atoms' dissolution in high Zr content grains, and the competition between the dissolution of Zr and the rearrangement of Cu in the film.
However, a systematic investigation on the corrosion mechanism and kinetics of Zr-Cu metallic glass coatings and Zr-Cu binary BMGs in sulfuric acid solution, or even Zr based on a wide compositional range, is still lacking in the literature. It is widely accepted that the corrosion resistance of a Zr-Cu binary system depends significantly on the passivation capability of the zirconium component, whatever its amorphous or crystalline state [5] [6] [7] . Nevertheless, it is still important to further understand the effect of copper on the corrosion mechanism in an amorphous system with minimal inhomogeneity factors (i.e., Cu 8 Zr 3 , Cu 9 Zr 2 , Cu 10 Zr 7 , CuZr 2 etc. exist in crystalline Zr-Cu alloys [7, 19] with atomic ratio changing).
Here, Zr 100-x Cu x glassy coatings (x = 30, 50, 80, 90 at.%) (nominal composition) were successfully prepared for finishing applications and selected in order to investigate the role of the chemical composition on corrosion behavior and mechanical properties of Zr-Cu physical vapor deposition (PVD) metallic glass coatings.
Materials and Methods

Material Preparation
The binary Zr-Cu glassy coatings were prepared by the co-sputtering PVD technique using high purity (99.6 at.%) Zr and Cu targets in a 40-liter cylinder Alcatel 450 SCM sputtering reactor (Alliance Concept, Cran-Gevrier, France). The base pressure in the chamber before deposition was lower than 10 −4 Pa and the elaboration was done at a working pressure of 0.5 Pa under 50 sccm Ar flow. The sputtering time was varied until a thickness of about 5 µm was obtained by means of sputtering powers in a 220-260 W range [21] . The Zr-Cu glassy coatings were deposited on a glass substrate in order to characterize only their intrinsic electrochemical behavior without any galvanic effect. The coatings' thickness was determined by means of an Altisurf profilometer (Altimet, Marin, France) equipped with an inductive probe using a step method performed on glass slides. In order to confirm the thickness, perpendicular fractured scanning electron microscopy (SEM) cross-section analysis was performed on coatings deposited on the Si substrate.
Electrochemical Measurements
Electrochemical measurements were carried out by a standard three-electrode system with a reference electrode of Hg/HgSO 4 in saturated H 2 SO 4 solution (hereafter referred to as MMSE, 0 V MMSE = 0.616 V NHE ), and the counter electrode was a Pt foil with the surface of 1 cm 2 . The exposed area of the sample was about 0.5 mm 2 and all electrochemical measurements were conducted using the CHI660E electrochemical measurement system (Shanghai Chen Hua Company, Shanghai, China). Prior to beginning the electrochemical measurements, the specimens were cathodic polarized at −1.5 V for 300 s to remove the natural oxide film formed in air.
Potentiodynamic polarization curves were performed with a potential sweep rate of 0.5 mV/s from −0.2 V below open circuit potential (OCP) to 1.8 V above OCP after monitoring open circuit potential (OCP) for 16 h in deaerated 0.01 M H 2 SO 4 solution. Potentiostatic electrochemical impedance spectroscopy (EIS) measurements were performed at OCP every 4 h to analyze the corrosion evolution process. All EIS measurements were performed at a sinusoidal potential amplitude of 10 mV and a frequency ranging from 100 kHz to 10 mHz. The EIS data were fitted using ZSimpWin software (V3_20). The test solution was 0.01 M sulfuric acid, which was deaerated by purified nitrogen gas for 12 h before and throughout each experiment. The sulfuric acid solution was prepared from regent-grade chemical and concentrated sulfuric acid mixed with distilled water. All tests were performed at ambient temperature. 
Material Characterization
The structural states of Zr-Cu glassy coatings were characterized by means of X-ray diffraction (XRD) (X Pert PRO MPD, PANalytical, Almelo, The Netherlands) using a X Pert PRO MPD diffractometer equipped with Cu K α radiation (λ = 0.1542 nm). The surface morphologies were characterized by means of a scanning electron microscope (ZEISS, EVO, MA15, Oberkochen, Germany) before and after immersion in 0.01 M deaerated sulfuric acid solution. The chemical compositions were examined by energy dispersive analysis spectroscopy (EDS) (XM2 LX, EDAX, Mahwah, NJ, USA) connected to the SEM. After the corrosion experiments, the composition of the passive layer formed on the Zr-Cu metallic glass coatings was investigated by means of X-ray photoelectron spectroscopy (XPS) (ESCALAB 250 photoelectron spectrometer-Thermo Fisher Scientific, Waltham, MA, USA) equipped with Al-kα radiation (hν = 1486.6 eV). The XPS results were deconvoluted using the XPSPEAK software (V41) with Newton's iteration method and quantitative results were extracted from the survey spectra with respect to standard Scofield sensitivity factors [22] .
Mechanical Test
The mechanical properties were obtained using a MTS nanoindenter XP (Agilent Technologies, Les Ulis, France) equipped with a Berkovich indenter by means of the continuous stiffness measurements (CSMs) method. The fused silica was used as reference to calibrate the Berkovich indenter. The load depth during the tests was fixed at 10% of the coatings' thickness in order to avoid the substrate effects. The hardness and Young's modulus were averaged from at least 20 measurements performed on several zones. Figure 1 illustrates the influence of chemical composition on the structure of Zr-Cu glassy coatings. The broad peak between 20 • and 30 • is attributed to the glass substrate [23] . The coatings present only a broad diffraction hump for the compositions in between 30 at.% Cu and 80 at.% Cu with no appreciable crystal phases detected, suggesting a typical amorphous structure. It is worth mentioning that at higher Cu contents, the Zr−90 at.% Cu sample displays some crystal-like features corresponding to the pure Cu phase. Furthermore, it can be noted that the amorphous humps shift to higher 2θ angles by increasing the copper content. This displacement reflects the fact that Zr-Cu glassy coatings are governed by different bonding lengths, interatomic interactions and, most clearly, by different density ratios [24] .
Results
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Electrochemical Corrosion Behavior
The potentiodynamic polarization curves of Zr-Cu coatings are shown in Figure 3 . The Ecorr potential (in the range of −1.0 to −0.2 VMMSE) are located at the active-passive transition region except for the Zr-30% Cu sample. The Zr-30 at.% Cu and Zr-50 at.% Cu coatings exhibit a passive behavior in the quasi-stationary polarization state due to the formation of protective ZrO2 passive film on their surfaces in anodic polarization. CuO could also be produced from the dissolution of Cu with the following hydrolysis reaction in a sulphuric acid solution [25] . Considering that the standard equilibrium electrode potentials of Zr/Zr 4+ and Cu/Cu 2+ are −1.904 VMMSE and −0.038 VMMSE, respectively, the ZrO2 will be preferentially formed with respect to CuO in diluted sulphuric acid solution. The anodic polarization curve of Zr-50 at.% Cu coating indicates an active-passive transition peak approximately at −0.25 VMMSE, which is very close to the standard equilibrium electrode potential of Cu/Cu 2+ . The increase in current density can be attributed to the oxidationdissolution of metallic Cu [26] . However, the passivation can be obtained at higher anodic potential when the copper is depleted and the zirconium is enriched on the surface, as in the case of the Zr-50 at.% Cu coating. For the Zr-80 at.% Cu sample, the oxidation-dissolution of copper is found in the same potential range. However, no strong passivation appeared and the anodic current densities are close to 10 −4 A·cm −2 , without any obvious oscillation at higher anodic potential. The polarization curve of the Zr-90 at.% Cu sample has a strong oxidation-dissolution peak of copper, many oscillation peaks in the anodic region and high anodic current densities (10 −3 A·cm −2 ). As expected, from the potentiodynamic polarization curves, the anodic activity of the Zr-Cu glassy coatings increases with the increase of the alloying Cu element. 
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The potentiodynamic polarization curves of Zr-Cu coatings are shown in Figure 3 . The Ecorr potential (in the range of −1.0 to −0.2 VMMSE) are located at the active-passive transition region except for the Zr-30% Cu sample. The Zr-30 at.% Cu and Zr-50 at.% Cu coatings exhibit a passive behavior in the quasi-stationary polarization state due to the formation of protective ZrO2 passive film on their surfaces in anodic polarization. CuO could also be produced from the dissolution of Cu with the following hydrolysis reaction in a sulphuric acid solution [25] . Considering that the standard equilibrium electrode potentials of Zr/Zr 4+ and Cu/Cu 2+ are −1.904 VMMSE and −0.038 VMMSE, respectively, the ZrO2 will be preferentially formed with respect to CuO in diluted sulphuric acid solution. The anodic polarization curve of Zr-50 at.% Cu coating indicates an active-passive transition peak approximately at −0.25 VMMSE, which is very close to the standard equilibrium electrode potential of Cu/Cu 2+ . The increase in current density can be attributed to the oxidationdissolution of metallic Cu [26] . However, the passivation can be obtained at higher anodic potential when the copper is depleted and the zirconium is enriched on the surface, as in the case of the Zr-50 at.% Cu coating. For the Zr-80 at.% Cu sample, the oxidation-dissolution of copper is found in the same potential range. However, no strong passivation appeared and the anodic current densities are close to 10 −4 A·cm −2 , without any obvious oscillation at higher anodic potential. The polarization curve of the Zr-90 at.% Cu sample has a strong oxidation-dissolution peak of copper, many oscillation peaks in the anodic region and high anodic current densities (10 −3 A·cm −2 ). As expected, from the potentiodynamic polarization curves, the anodic activity of the Zr-Cu glassy coatings increases with the increase of the alloying Cu element. From the polarization curves, it can be inferred that the Zr-30 at.% Cu sample has the best passivation property, which is attributed to the oxidation of zirconium as the major anodic reaction at the corrosion potential. Therefore, increasing copper in glassy coatings will reduce the passivation ability. In order to further understand the effect of copper on the corrosion kinetics, EIS measurements were performed, and representative Nyquist diagrams and Bode plots as a function of immersion time evolution are presented in Figure 4 .
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From the polarization curves, it can be inferred that the Zr-30 at.% Cu sample has the best passivation property, which is attributed to the oxidation of zirconium as the major anodic reaction at the corrosion potential. Therefore, increasing copper in glassy coatings will reduce the passivation ability. In order to further understand the effect of copper on the corrosion kinetics, EIS measurements were performed, and representative Nyquist diagrams and Bode plots as a function of immersion time evolution are presented in Figure 4 . Based on electrochemical kinetics, it can be seen that glassy coatings containing 30 at.% Cu, 50 at.% Cu and 90 at.% Cu have mainly only one time constant, while for the Zr-80 at.% Cu coating, two time constants are observed. These two time constants are possibly related to oxidation and reduction reactions as it previously reported for binary Zr-Co/Ni glassy coatings [21] . Such results may indicate that the electrochemical kinetics of Zr-30 at.% Cu and Zr-50 at.% Cu are controlled by the anodic reaction, while the Zr-90 at.% Cu sample is controlled by the cathodic reaction.
The EIS data were fitted using the equivalent circuits schematically presented in Figure 5 . R s represents the solution resistance; CPE1 and R ct are the capacitance and charge transfer resistance of the protective or corroded layer, respectively, which represents the electrolyte/oxide layer's interface. CPE2 and R p characterize the capacitance and resistance of electrochemical reaction at the electrolyte/glassy coating interface, respectively [27] .
Coatings 2017, 7, 223 7 of 16 Figure 4d shows that both |Z| and corrosion resistance decreases with the increase of Cu content in the matrix. Figure 4e shows that the Bode phase plots of Zr-30 at.% Cu and Zr-50 at.% Cu glassy coatings exhibit a line approximate to −90° in the middle-frequency region.
Based on electrochemical kinetics, it can be seen that glassy coatings containing 30 at.% Cu, 50 at.% Cu and 90 at.% Cu have mainly only one time constant, while for the Zr-80 at.% Cu coating, two time constants are observed. These two time constants are possibly related to oxidation and reduction reactions as it previously reported for binary Zr-Co/Ni glassy coatings [21] . Such results may indicate that the electrochemical kinetics of Zr-30 at.% Cu and Zr-50 at.% Cu are controlled by the anodic reaction, while the Zr-90 at.% Cu sample is controlled by the cathodic reaction.
The EIS data were fitted using the equivalent circuits schematically presented in Figure 5 . Rs represents the solution resistance; CPE1 and Rct are the capacitance and charge transfer resistance of the protective or corroded layer, respectively, which represents the electrolyte/oxide layer's interface. CPE2 and Rp characterize the capacitance and resistance of electrochemical reaction at the electrolyte/glassy coating interface, respectively [27] . The equivalent circuit in Figure 5a was applied to fit the EIS plots of Zr-30 at.% Cu, 50 at.% Cu and 90 at.% Cu glassy coatings, while the EIS plot of Zr-80 at.% Cu sample was fitted using the equivalent circuit presented in Figure 5b . The average fitting error was less than 0.10 and the impedance of CPE is defined as:
where Q and n are the CPE constant and exponent, respectively; ω is the angular frequency (rad/s); and j 2 = −1 is the imaginary number. The value of n for CPE is 0-1. n = 1 is for ideal capacitor and reflects a complete semi-circle. n = 0.5 is for Warburg equipment [21] .
Corrosion Morphology and Composition Characterization
The surface morphology and chemical composition before and after corrosion have been characterized by SEM and EDS ( Figure 6 ). The Zr-30 at.% Cu glassy coating before and after immersion in the H2SO4 solution displays a smooth surface and good chemical homogeneity ( Figure  6a,b) . However, after immersion the Zr content increased slightly as found by the EDS analysis (Figure 6b ). This might correspond to the enrichment of the surface with Zr and the passivation of glassy coating. The equivalent circuit in Figure 5a was applied to fit the EIS plots of Zr-30 at.% Cu, 50 at.% Cu and 90 at.% Cu glassy coatings, while the EIS plot of Zr-80 at.% Cu sample was fitted using the equivalent circuit presented in Figure 5b . The average fitting error was less than 0.10 and the impedance of CPE is defined as:
The surface morphology and chemical composition before and after corrosion have been characterized by SEM and EDS ( Figure 6 ). The Zr-30 at.% Cu glassy coating before and after immersion in the H 2 SO 4 solution displays a smooth surface and good chemical homogeneity (Figure 6a,b) . However, after immersion the Zr content increased slightly as found by the EDS analysis (Figure 6b ). This might correspond to the enrichment of the surface with Zr and the passivation of glassy coating.
Zr-50 at.% Cu glassy coating has homogenous morphology before corrosion. By comparison, the film appears in two zones with different composition after immersion. Based on the darker area (Figure 6d ) in zone 2, it may be implied that the surface only endured slight corrosion. The EDS analysis in this zone shows lower zirconium content (42.8 at.%), lower Cu content compared with the as-deposited state, and high content of oxygen (28.2 at.%). This indicates a preferential oxidation-dissolution of copper in this area. This highlights that the protection of ZrO 2 film on the surface is reduced compared with the Zr-30 at.% Cu glassy coating. Nonetheless, the formation of protective ZrO 2 film is possible after the preferential dissolution of copper in these corroded local areas, as implied from impedance arcs that keep increasing with immersion time evolution (Figure 4a ). Zr-50 at.% Cu glassy coating has homogenous morphology before corrosion. By comparison, the film appears in two zones with different composition after immersion. Based on the darker area Moreover, it is interesting to note that the surface morphology of the Zr-80 at.% Cu sample changed significantly after corrosion (Figure 6e,f) . Some white particles appeared on the surface in which the Zr content is much lower as compared with the smooth regions (zone 1 in Figure 6f ). The higher copper and oxygen contents in zone 2 indicate that these white particles are composed mainly of CuO. It can also be noted that the Zr/Cu proportion in the smooth zones (zone 1 in Figure 6f ) increased after immersion. This phenomenon may be associated with the selective corrosion of copper and the enrichment of zirconium in the surface.
Lastly, the SEM morphology of the Zr-90 at.% Cu glassy coating sample after immersion (Figure 6h ) highlights the fact that the surface endured dramatic corrosion compared with Figure 6g . The EDS measurements confirmed the decrease of the copper content and the increase of oxygen after corrosion, as compared with the as-deposited state.
XPS Analysis
XPS measurements were performed to analyze the chemical state and quantify the chemical composition of the surface of the Zr-Cu glassy coatings. dissolution of copper in this area. This highlights that the protection of ZrO2 film on the surface is reduced compared with the Zr-30 at.% Cu glassy coating. Nonetheless, the formation of protective ZrO2 film is possible after the preferential dissolution of copper in these corroded local areas, as implied from impedance arcs that keep increasing with immersion time evolution (Figure 4a) .
Moreover, it is interesting to note that the surface morphology of the Zr-80 at.% Cu sample changed significantly after corrosion (Figure 6e,f) . Some white particles appeared on the surface in which the Zr content is much lower as compared with the smooth regions (zone 1 in Figure 6f ). The higher copper and oxygen contents in zone 2 indicate that these white particles are composed mainly of CuO. It can also be noted that the Zr/Cu proportion in the smooth zones (zone 1 in Figure 6f ) increased after immersion. This phenomenon may be associated with the selective corrosion of copper and the enrichment of zirconium in the surface.
XPS measurements were performed to analyze the chemical state and quantify the chemical composition of the surface of the Zr-Cu glassy coatings. In order to further clarify the composition of the passive films or corrosion products, the atomic concentrations of each element were calculated by the convolution method according to each peak area and the relative sensitivity factors of elements (Figure 8 ). It has been found that the Zr-Cu glassy coatings with enough zirconium content (not less than 50 at.%) in the matrix had only minor copper (less than 5 at.%) in the surface after immersion. This indicates a good formation ability of ZrO 2 passive film on the surface. As the copper content increases in the glassy matrix, the copper atomic percentage on the surface increases. The Zr/Cu ratio is approximately 4 when copper in the glassy matrix is around 80 at.%. This implies that the ZrO 2 film is not continuously formed on the surface.
Even when the copper content reaches 90 at.% in the glassy matrix, the percentage of copper is still lower compared with zirconium on the surface. The enrichment of zirconium on the surface is due to the preferential dissolution of copper, a phenomenon that has been observed in Fe-20Cr-xCu alloy [28] . However, glassy coatings could not passivate if the ZrO 2 film cannot cover most of the surface after the preferential dissolution of copper.
In
is around 80 at.%. This implies that the ZrO2 film is not continuously formed on the surface. Even when the copper content reaches 90 at.% in the glassy matrix, the percentage of copper is still lower compared with zirconium on the surface. The enrichment of zirconium on the surface is due to the preferential dissolution of copper, a phenomenon that has been observed in Fe-20Cr-xCu alloy [28] . However, glassy coatings could not passivate if the ZrO2 film cannot cover most of the surface after the preferential dissolution of copper. Figure 9 shows the effects of the Cu content on the mechanical properties and the overall resistance of impedance (Ro, defined as Rct + Rp, calculated from EIS results in Figure 4 by using the equivalent electrical circuit models in Figure 5 ). As the copper content increases in the Zr-Cu matrix, the Young's modulus follows nearly a linear evolution with values in between 86 GPa for the Zr-30 at.% Cu and 120 GPa for the Zr-90 at.% Cu sample, respectively. This linear relationship may be related to the shrinking of the average interatomic distances [18] . The hardness increases from about 5 GPa for the Zr-30 at.% Cu sample to the maximum value of 6.7 GPa for the Zr-80 at.% Cu sample. The results are in good agreement with other experimental investigations on Zr-Cu metallic glass coatings [18] . It was reported that in the Zr-Cu system the hardness has a maximum near the 60 at.% Cu region due to the highest atomic packing density and minimum free volume (ΔV) [29] . On the other hand, the overall resistance Ro decreased with the increase of copper content from 10 7 Ω·cm −2 to 10 3 Ω·cm −2 , and passivation (Ro ≥ 10 6 Ω·cm −2 ) is attainable when the content of zirconium is higher than 40 at.% in the sample. Figure 9 shows the effects of the Cu content on the mechanical properties and the overall resistance of impedance (R o , defined as R ct + R p , calculated from EIS results in Figure 4 by using the equivalent electrical circuit models in Figure 5 ). As the copper content increases in the Zr-Cu matrix, the Young's modulus follows nearly a linear evolution with values in between 86 GPa for the Zr-30 at.% Cu and 120 GPa for the Zr-90 at.% Cu sample, respectively. This linear relationship may be related to the shrinking of the average interatomic distances [18] . The hardness increases from about 5 GPa for the Zr-30 at.% Cu sample to the maximum value of 6.7 GPa for the Zr-80 at.% Cu sample. The results are in good agreement with other experimental investigations on Zr-Cu metallic glass coatings [18] . It was reported that in the Zr-Cu system the hardness has a maximum near the 60 at.% Cu region due to the highest atomic packing density and minimum free volume (∆V) [29] . On the other hand, the overall resistance R o decreased with the increase of copper content from 10 7 Ω·cm −2 to 10 3 Ω·cm −2 , and passivation (R o ≥ 10 6 Ω·cm −2 ) is attainable when the content of zirconium is higher than 40 at.% in the sample. Figure 10 shows the changes of Rct and Q values as functions of the immersion time. It can be observed clearly from Figure 10a that the Rct values of the Zr-30 at.% Cu and Zr-50 at.% Cu samples increases slightly with immersion time evolution, denoting the formation and growth of ZrO2 passive Figure 10 shows the changes of R ct and Q values as functions of the immersion time. It can be observed clearly from Figure 10a that the R ct values of the Zr-30 at.% Cu and Zr-50 at.% Cu samples increases slightly with immersion time evolution, denoting the formation and growth of ZrO 2 passive film on the surface of these two samples. Two aspects determine their passivation property. The first is the dissolution of copper at the beginning of immersion that can lead to the enrichment of zirconium on the surface, which makes the formation of ZrO 2 passive film on the surface possible. The second is that the generated ZrO 2 passive film should have a good coverage degree on the surface to prevent the further dissolution of copper in the glassy coating. By contrast, for the Zr-80 at.% Cu and Zr-90 at.% Cu samples, a different tendency is observed. Their R ct values decreased with respect to immersion time due to a non-continuous and non-compact ZrO 2 layer being able to prevent the dissolution of copper in the glassy coating. Figure 10 shows the changes of Rct and Q values as functions of the immersion time. It can be observed clearly from Figure 10a that the Rct values of the Zr-30 at.% Cu and Zr-50 at.% Cu samples increases slightly with immersion time evolution, denoting the formation and growth of ZrO2 passive film on the surface of these two samples. Two aspects determine their passivation property. The first is the dissolution of copper at the beginning of immersion that can lead to the enrichment of zirconium on the surface, which makes the formation of ZrO2 passive film on the surface possible. The second is that the generated ZrO2 passive film should have a good coverage degree on the surface to prevent the further dissolution of copper in the glassy coating. By contrast, for the Zr-80 at.% Cu and Zr-90 at.% Cu samples, a different tendency is observed. Their Rct values decreased with respect to immersion time due to a non-continuous and non-compact ZrO2 layer being able to prevent the dissolution of copper in the glassy coating. The Q is related to the surface roughness, inhomogeneous spatial distribution of reaction sites and the inherent heterogeneous nature of the substrate [30] . Figure 10b shows that the values of Q increased with the increase of Cu content, denoting that the electrochemical reaction kinetics increased. It also indicates that the surface roughness of the metallic glass coatings increased with the increase of Cu content according to Equation (1) , which is consistent with the surface morphology changes illustrated in Figure 6 . Furthermore, the value of n decreased with the increase of Cu content. This indicates that the electrochemical process at the coating/electrolyte interface tends to change from electrochemical control to mixed control (electrochemical reaction and diffusion).
The Cu Content Impact on Mechanical Properties and impedance
Discussion
On the other hand, the electrode potential of Zr (−1.904 V MMSE ) is lower compared with Cu (−0.038 V MMSE ), and the preferential oxidation of a metal in an alloy can be determined by the standard electrode potential [31, 32] . Hence, the zirconium in the Zr-Cu glassy coatings would be preferentially oxidized and a stable ZrO 2 layer is formed. It is therefore clear that the corrosion resistance of the Zr-Cu films depends on the coverage rate of ZrO 2 protective film on the surface. KkochNim et al. also confirmed that a high content of Cu in passivable alloys decreases the stability of passive film in H 2 SO 4 solution [28] . Since CuO is not stable in acid solutions [33] , it cannot contribute to the formation of a protective layer. Figure 11 illustrates the schematic models of the interface of the Zr-Cu glassy coatings in 0.01 M deaerated H 2 SO 4 solution. As confirmed by the chemical analysis (Figures 6 and 8 ) and SEM morphologies (Figure 6a-h) , the surface of the Zr-30 at.% Cu glassy coatings is completely covered by a protective passive film mainly consisting of ZrO 2 (Figure 11a ). Since slight corrosion occurred in local areas (the darker region in Figure 6d ) on the surface after immersion, the coverage degree of the protective layer for the Zr-50 at.% Cu glassy coating (Figure 11b ) is lower than that of the Zr-30 at.% Cu glassy coatings at the beginning. However, the increase of impedance arcs with the immersion time evolution (Figure 4a ) reveals that the surface can passivate spontaneously but slowly. This is probably because after the oxidation-dissolution and the rearrangement of copper atoms in those corroded regions, the enrichment of zirconium is able to generate stable ZrO 2 passive film to prevent further corrosion in such local areas. As a result, the Zr-50 at.% Cu glassy coating still exhibit good corrosion resistance.
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On the other hand, the electrode potential of Zr (−1.904 VMMSE) is lower compared with Cu (−0.038 VMMSE), and the preferential oxidation of a metal in an alloy can be determined by the standard electrode potential [31, 32] . Hence, the zirconium in the Zr-Cu glassy coatings would be preferentially oxidized and a stable ZrO2 layer is formed. It is therefore clear that the corrosion resistance of the Zr-Cu films depends on the coverage rate of ZrO2 protective film on the surface. KkochNim et al. also confirmed that a high content of Cu in passivable alloys decreases the stability of passive film in H2SO4 solution [28] . Since CuO is not stable in acid solutions [33] , it cannot contribute to the formation of a protective layer. Figure 11 illustrates the schematic models of the interface of the Zr-Cu glassy coatings in 0.01 M deaerated H2SO4 solution. As confirmed by the chemical analysis (Figures 6 and 8 ) and SEM morphologies (Figure 6a-h) , the surface of the Zr-30 at.% Cu glassy coatings is completely covered by a protective passive film mainly consisting of ZrO2 (Figure 11a ). Since slight corrosion occurred in local areas (the darker region in Figure 6d ) on the surface after immersion, the coverage degree of the protective layer for the Zr-50 at.% Cu glassy coating (Figure 11b ) is lower than that of the Zr-30 at.% Cu glassy coatings at the beginning. However, the increase of impedance arcs with the immersion time evolution (Figure 4a ) reveals that the surface can passivate spontaneously but slowly. This is probably because after the oxidation-dissolution and the rearrangement of copper atoms in those corroded regions, the enrichment of zirconium is able to generate stable ZrO2 passive film to prevent further corrosion in such local areas. As a result, the Zr-50 at.% Cu glassy coating still exhibit good corrosion resistance. For the Zr-80 at.% Cu glassy coating (Figure 11c ), the ZrO2 passive film formed on the surface may be not continuous and presents many porosities. There are many CuO particles on the surface generated by corrosion, as confirmed by SEM micrographs (Figure 6f) . Furthermore, considering the equivalent circuit diagram shown in Figure 5b , the copper-rich region is more susceptible to attack during corrosion and, accordingly, in this region a faster chemical reaction would take place. When For the Zr-80 at.% Cu glassy coating (Figure 11c ), the ZrO 2 passive film formed on the surface may be not continuous and presents many porosities. There are many CuO particles on the surface generated by corrosion, as confirmed by SEM micrographs (Figure 6f) . Furthermore, considering the equivalent circuit diagram shown in Figure 5b , the copper-rich region is more susceptible to attack during corrosion and, accordingly, in this region a faster chemical reaction would take place. When the content of copper is much higher with respect to zirconium, severe corrosion occurred for the Zr-90 at.% Cu sample (Figure 11d) . As a result, the corrosion product consisting mainly of CuO was formed on the surface.
Besides the chemical composition, the atomic structure of Zr-Cu glassy coatings would influence the relationship between the corrosion and mechanical proprieties. However, in this particular metallic-glass system the atomic structure is essentially determined by the chemical state.
